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PRODUCT INFORMATION >

The LING - POWERTECH Harness is specially designed to
accommodate the Utilities and Electrical Authorities industry
requirements, featuring all aspects of practicality comfort and
simplicity.

EXCEEDS

PRODUCT FEATURES »

Large webbing rear dorsal attachment paint for

ease of connection.

Pebble Weave webbing design provides maximum grip for
harness buckles, eliminating webbing slippage and the

need for continual re-adjustment.

High tenacity UV stabilised webbing, enhances resistance

to solvents and UV light degradation.

Retro-Reflective thread in webbing for improved visibility

in low light.

Belay loop connection maintains absolute front and

centre positioning as per AS/NZS requirements.

Unigue Theta stitch pattern - deflects side loading and inhibits
stitch popping. Contrasting stitch colour makes for easier
inspection of excessive stitch loading.

Articulated chest strap and shoulder adjustment points
designed for additional user comfort.

AR COOL padding on shoulder webbing for increased comfort
and air flow during long periods of use.

Quick Release buckles for ease of connection.
Chest Strap Quick Release buckle is Dielectric.

Shoulder adjustment buckles are glove and barriered in
neaprene praviding fantastic insulation properties.

Forward placed oversized O-ring pole strap attachment points
make for easier to reach connection.

Y shaped back reduces pressure on torso, providing greater
freedom of movement.

Padded waist with increased back support width ensures
warkers back positioning is fully supported.

Adjustable seat increases comfort whilst seated during work
positing tasks.

Rear buckle adjustment point gives the user the ability to adjust
the back webbing dee position allowing for correct fitment
and comfort setting.

Service pouch.

APPLICATIONS >

Fall Arrest, Tower Work, Work Positioning, Line Work, Pole Top

STANDARDS >

Certified to AS/NZS 1891.1:2007. Lic: 21481,

Reading af LING instruction manual prior to use is mandatory, Description and specification subject lo change withoul natice
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PRODUCT DETAILS >

AUS/NZ “Industry™ Designed and Enginesered.
Size ranges available-Standard.
10-year life span from date of manufacture.

TECHNICAL INFORMATION >

Webbing Material: Polyester; 45mm; UV Resilient

Buckle Material: Corrosion resistant silver galvanised;
high tensile steel and Die Electric

Thread: Palyester; 9.81 Newtons (10kg) Extension
at break 19.5%

Stitch Pattern: THETA Pattern combines 313 stitches
to exceed 28kN of strength

Weight: 2.4kg
Web Tenacity: Ragse Min 2BkN — Max 30kMN

Drop Forged O Rings: Alloy Steel; 40kN

Buckle Strength: 12 to 17kN. Laser etched or hard
marked on buckle

Glove and Barrier Material: Neoprene

Plastic Material: UV stabilised high-density polyethylens

Reading af LING instruction manual prior to use is mandatory, Description and specification subject lo change withou notice.
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