
PRODUCT DESCRIPTION 
 

Vertex Hytec Sub Zero 32 is a premium multigrade anti-wear hydraulic fluid designed for applications where dielectric (insulating) 

properties are required.  Also suitable for extreme temperature ranges due to its very high VI. 

 

APPLICATIONS 
 

Vertex Hytec Sub Zero 32 is recommended for most outdoor and/or mobile hydraulic equipment requiring a fluid with high dielectric 

strength properties such as “cherry picker” applications. It provides excellent service in equipment used under a wide range of operating  

conditions and where hydraulic system response is critical such as: 

 

• Mobile hydraulic systems, Aerial lift buckets. 

• Garbage collecting equipment, Public utility vehicles. 

• Tree trimming, fruit picking mobile equipment. 

• Construction equipment in colder services. 

• Firefighting lift trucks, buckets, etc. 

 

BENEFITS 

 
• Very high viscosity index (VI 280). 

• Very high shear stability to ensure proper working of the hydraulic system in a very wide temperature range even under extreme shear 

rate conditions. 

• Easy low temperature operation due to a very low pour point. 

• High protection against wear insuring maximum equipment life. 

• Superior thermal and hydrolysis stability, Good oxidation stability ensuring a long service life of the fluid. 

• Excellent protection against rust and corrosion, Good anti-foam, air release and demulsibility properties. 

• Good behaviour towards current elastomers, High dielectric strength. 

• Superior low-temperature flow and pumpability. 

• Fluid film strength for warmer climates, Long service life. 

• Water separation characteristics, Excellent viscosity shear stability. 

 

PACK SIZES AVAILABLE 

 
1L - 5L - 20L - 60L - 200L - 1000L IBC 

 

TYPICAL CHARACTERISTICS 

 

 

 

 

 

 

 

 

 

 

 

 

 
 
ADDITIONAL INFORMATION 
 

For technical information please contact  LNZ Technical Dept. +64 9 640 0004.  technical@lubenz.co.nz   

Sheet updated 03 June 2017 

 

 

 

HYTEC SUB ZERO 32 

SEMI SYNTHETIC | Low Temp HVI Hydraulic Oil 

Designed for New Zealand Conditions | Manufactured from virgin base stocks 

HYTEC SUB ZERO 32 MEASUREMENTS RESULTS 

APPEARANCE visual clear liquid 

DENSITY AT 15 OC kg/m3 880 

VISCOSITY cSt  at   40oc 30.6 

cSt  at   100oc 8.58 

cSt @ - 30oc 2900 

cSt @ - 40oc 9300 

VISCOSITY INDEX - 280 

POUR POINT oc < - 50 

CLEVELAND FLASH POINT oc 144 

VI LOSS % < 2 
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