
 

Event Number: 1FICS 29635 
Event Date: 07/06/2018 
Classification: MTI Incident  
 

   MTI Cut lip on conductor trolley kart  
 

Description of Event: On the 7th June, an Electrix line crew was dispatched to site to fix broken 

strands of conductor using conductor trolley karts on the span HLY-OTA A0149 and A0150, a double 

circuit line, during an outage. A crewman was in the conductor trolley kart, ready to apply armour 

rods to the conductor when he noticed the armour rods were in a position that they would be an 

obstruction to the conductor spacer, so he braked suddenly causing himself to lose balance and 

strike his face against the front of the kart. He suffered a split lower lip and received two sutures. 

 
 

 
 
 
 
 
 
 
 

Contributing Factors: 
 

• Failure to comply with work procedures, ELP-T511. 

• Failure to identify hazards effectively. 

• Conductor trolley kart fitted with park brakes only. 

• Conductor trolley kart installed on conductors with brake system at rear of kart. 
 

Actions to Prevent Reoccurrence:  

• Red Tagged all conductor trolley karts and reconfigure to engineering drawing 

ELX5001 E. Replace all brake modifications with compliant components.  

• Risk assessment to be completed on conductor trolley karts. 

• Pre-start check sheet to be developed for conductor trolley kart. 

• Procedure ELP-T511 to be reviewed with all crews. 

• ICAM completed with actions completed.  

 
For further information please contact: Justin McNab, QSE Assessor, 021861796 

Date of release: 23 / 07 / 2018 

 

Picture 1: Conductor trolley kart 

Details 

 

Picture 2: Braking system/park brake  


