
 

Event Number: 19428 

Event Date: 02/12/2016 

Classification: Near Miss 

Maximo #: 95485 

 

 

Final Safety Alert - Trailer Rolled Across Paddock 
 

Description of Event:  

Whilst undertaking grillage concrete encasement works, a trailer was left parked 

and partially chocked in preparation for the work group to use it later that day. 

Whilst unattached the trailer rolled across the paddock, through a wire fence, 

clipping a water trough and came to rest in a water drain.  

 

 
 

 

 

 

 

 

 

 

 

Immediate Actions Taken:  Event reported, ICAM investigation conducted. 

 

Lessons Learnt:  

• Daily inspection did not address the issue that one of the chocks that 

should have been chained to the trailer was missing.  Missing chock had 

been normalised. 

• When the trailer was left chocked only one chock was used.   

• General slope where the trailer was left was 4.5 degrees. 

• The handbrake of the trailer was not applied when the trailer was left 

unattended. 

• Proposal to update TP.SS.06.26 – Mobile plant, vehicle and powered 

equipment to note that when trailers are left unattached both sides 

must be chocked and the handbrake applied. 
 

For further information please contact: Rachel Leadbeater-Bailey, QSE Coordinator, TLS 

Northern Region – 021 225 7489 

Date of release: 12/12/2016 
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