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Attention:  All Unison and Unison Contracting Services Limited 
Employees 

 

Subject Switch Cover Lids on New SafeLink Series 2 Switches 

Alert Number S A 0 8 3  Date Issued 19/07/2014 

Issued by Asset Management Effective Immediately 

 

SAFETY ISSUE/BACKGROUND 

 

With the new SafeLink Series 2 switch, it is possible that if the door and associated locking 

mechanism is not correctly engaged the lid could be lifted even after the door is closed and the 

handle moved to the locked position.  This has the potential to create a public safety issue. 

 

The new SafeLink series 2 switch is recognisable by the extended section at the rear of the 

switch and the arc venting plate on the top of the switch cover. 

 

Standard SafeLink & series 2 switch with extended section at rear of switch 

 

 

 

Standard SafeLink 
Series 2 

SafeLink Series 2 



Page 2 
 

 

CONTROLS REQUIRED 

The lid cover has brackets on the sides with holes in it, and the cover door locking pins need to 

go through these holes.  This design prevents the raising of the cover lid once the door handle 

is in the locked position. 

 

View of lid cover holes and cover door locking pins 

 

 
 

To ensure that the lid is secure, once the door has been closed and the locking handle has 

been turned to the lock position, attempt to raise the switch lid cover.  Should the lid not be 

secure open the door and ensure the lid cover is firmly in position to allow the locking pin free 

movement into the lid holes, close the door, relock and recheck switch lid cover. 

 

Operations Managers/Supervisors must ensure that: 
 
• This safety alert is discussed and brought to the attention of all applicable staff 
   immediately. 

• A copy of this safety alert is placed at all depots and on safety noticeboards. 


